CLEANING AND AFTERCARE BioCarbon

Worktops

Breathing Sustainability

Cleaning

BioCarbon Worktops have a solid non-porous and specially formulated surface which are resistant
to staining, mould and mildew and removes up to 99.7% of bacteria and viruses in 24 hours.

Spills and debris should be cleaned immediately following the below guides:

® Forlight cleaning & daily maintenance, warm soapy water or a mild detergent can be used with a
clean non-abrasive cloth to remove stains and dirt.

® For heavier cleaning, 1-part domestic bleach (<5% concentration) can be mixed with 10-parts
warm water and wiped with a non-abrasive pad or cloth.

® For stubborn dirt or stains, a non-abrasive cleaner with a non-abrasive brush or pad can be
used. Acetone, alcohol, or white spirit can also be used with a non-abrasive pad or cloth. Do not
use steel wool or other abrasive cleaning pads.

A glass cleaner or cleaning vinegar can be used to remove any swirls or streaks that appear from
the cleaning.

Aftercare

Edges can be oiled using linseed oil or a silicone-free oil fo bring back lustre fo an edge beginning
to dull. This can be applied with a clean lint free cloth wiped along the edges.

A magic sponge can be used to remove micro-scratches in the top surface of the worktop. Lightly
moisten the magic sponge and rub in small circles over the affected area. Clean down with warm

water to remove any extra residue.

Do not sand the surface of the worktops as this can damage the solid non-porous coating.

Helpful tips

® Do not cut directly onto the worktop, always use a chopping board.

® BioCarbon Worktops have great heat resistance, however, prolonged high tfemperatures can
effect the décor of the worktop. Always use a trivet, heat resistant mat, or steel rods for hot items
coming directly from heat sources.

® Always mop up spills and clean down as soon as possible.
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